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Thank you for purchasing the ALTA Performance gauge pod. Installation should only be performed by persons experienced in
the proper operation of Mini electrical and body systems.  Please read through all the instructions before performing the

installation.

SPECIAL NOTES:
¥ Use of the factory service manual can be very helpful during the installation.  These can be purchased at the

dealership or online. http://www.realoem.com has diagrams for the entire car, which can also be helpful.

Parts Included with the ALTA GAUGE POD:
¥ (1) R53 Gauge Pod
¥ (2) Socket cap screws 4-40x.5Ó
¥ (1) 3/32 Allen wrench
¥ (2) Phillips SS sheet metal screws #10 x 1 1/4Ó
¥ (2) 52mm Gauge spacers

Checked By_________________

Gauge Pod Installation
1) Disconnect battery
2) Lower steering column to the lowest setting.
3) Loosen and remove (2) TORX screws attaching tachometer to steering column.
4) Disconnect harness/plug from back of tachometer.
5) Loosen and remove (2) Phillips screws on rear of tachometer.
6) Place gauge pod mounting tabs into holes that screws were removed from in step #1. NOTE: See illustrations below for proper

orientation of gauge pod. ALTA logo should be readable from both sides.
7) Using (2) screws provided install and tighten.
8) Installation is reverse of order above.
9) NOTE: MOST GAUGES SHOULD BE MOUNTED INTO POD PRIOR TO RE-INSTALLATION OF TACHOMETER.
10) Verify that wiring etc., for the gauges does not contact dashboard or any other part of interior while moving steering column through

its range of motion. If contact exists take steps to eliminate interference.  Reconnect battery.

For questions & comments please contact
TECH@ALTAMINIPERFORMANCE. COM

503-222-MINI
AIM contact ALTAPERRINSALES


